CADD TEXT PARAMETERS MANUAL TEXT PARAMETERS

Reference No. I:l LV/CO= FT= TX= WT= LS= TJ= Comments Reference No. I:l Text Size Rag;gogirzaeph Style Comments

[1] 55 23 | 175 | 4 | 125 | CB | TJis CB unless shown otherwise [1] [6] Noo0 Laros/ 2 Slant

55 | 23 | 175 | 4 | 875 | LB |LS between notes shall be I7.5 units N80 Loy, 2 Straight

21 23 |15 | 4 |875]| cB [4] N0H0 Lorey 3 Straight

[4] 54 1 |2 | 6 | n | cB

55 1 |15 | 4 | 125 | cB

[6] 18 23 | 175 | 4 | 8.75| LB

25 | 23 |15 | 4 |875| CB

GRAPHIC PARAMETERS

Reference No. O LV/CO= [ AWT=| LC= Comments
@ (] 1 0 |@LV/CO shall match the LV/CO of Text placed for item
® 20 3|0
©) 59 1 5
@ - - - ADOT Standard Line Terminator

USER NOTES

Reference No. U Comments

See Std P-00.70 for Title Block & Project Number Block Layout

See Std P-00.60 for Pavement Structural Section Layout & Construction

See Std P-00.61 for Data Table Layout

Show Roadway Cross Slopes in feet per foot to 3 Decimal Places

NOTE : For project related sheets, see standards: See Std P-00.61 for Text Layout

P-03.20; P-03.30; P-07.20; P-08.20

<@l <& <&l <<l <]

See Stds P-00.60 & P00.6l for Dimension & Leader Line Layout

DESCRIPTION OF

[vo]

Abbreviations: LV - LEVEL D - Text Reference Callout Asee Std P-00.60 Line weigh.'. GEPTR,?.;S?.S,?R STATE OF ARIZONA
€0 - COLOR Table for Manual Construction DEPARTMENT OF TRANSPORTATION
FT - FONT O - Graphic Reference Callout - DIVISION OF HIGHWAYS
TX - TEXT SIZE
WT - LINE WEIGHT O - User Note Reference Callout Units of measure for 'TX=' and 'LS=' STANDARD DRAWINGS
55 T SEXT JUSTIFICATION ore expressed in feet, (scale - 1'1007 using SAMPLE DESIGN SHEET FOR R
AC - ACTIVE CELL ADOT's Standard Working Units. RURAL UNDIVIDED ROADWAY P-02.20




